ADDENDUM NO. 1
County Project No. FL1005 — Site 84
Bridge No. 9-120-35.0
Cass County Highway Department
West Fargo, ND

Date of Issue: July 11,2012
Date of Bid Opening: July 12,2012

NOTICE TO ALL PLANHOLDERS:

Please insert this Addendum into your copy of the project Contract Documents.

The following changes and/or additions to the Contract Documents for the project are issued by
the Engineer and shall have the same force and effect as if part of the original issue.

REVISIONS TO THE PLANS:

1) Replace Sheet 4 with the attached Sheet 4 of 13. The quantity for “6IN Reinforced Concrete
Pavement CL YE” was reduced to 348 sq. yds.

2) Replace Sheet 6 with the attached Sheet 6 of 13. The hatch for concrete was removed from
the top of the box culvert and the note referring to the aggregate base was modified to state that
the aggregate base course is included in the bid for “Aggregate Base Course Class 5”

All other requirements and stipulations of the plans and specifications shall remain in effect.

The receipt of this addendum shall be acknowledged in the Bidder's Proposal.
HOUSTON ENGINEERING, INC.
By: /%MM

 Wremy ML avghtin, PE

ND Reg. #4883

(6006-030) Addendum No. 1



CASS COUNTY HIGHWAY DEPARTMENT

ADDENDUM NO. 1
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BID SCHEDULE FOR COUNTY PROJECT NUMBER FL1005 - SITE 84
SECTION 19/20 MAPLE RIVER TOWNSHIP
BIDDER MUST TYPE OR NEATLY PRINT UNIT PRICES IN NUMERALS,

MAKE EXTENSIONS FOR EACH ITEM, AND TOTAL, DO NOT CARRY

UNIT PRICES FURTHER THAN THREE (3) DECIMAL PLACES.

Item Spec Unit &
No. No. Description Approx. Unit Price Amount
Quant. $$ 00 $$ 00
001 103 CONTRACT BOND LS
1
002 201 CLEARING AND GRUBBING LS
1
003 203 | TOPSOIL CcY
1725
004 203 COMMON EXCAVATION-TYPE A | CY
5991
005 203 COMMON EXCAVATION -WASTE | CY
592
006 210 CHANNEL EXCAVATION LS
1
007 210 FOUNDATION PREPARATION EA
1
008 230 SUBGRADE PREPARATION — STA
TYPE A 19
009 302 AGGREGATE FOR SUBGRADE TON
REINFORCEMENT 195
010 302 AGGREGATE BASE COURSE - TON
CL5 1588
011 550 6IN. REINFORCED CONCRETE SY
PAVEMENT CL YE 348
012 606 DBL 14FTx10FT PRECAST RCB LF
CULVERT 52
013 606 DBL 14FTx10FT PRECAST RCB EA
END SECTION 2
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BASIS OF ESTIMATE

MATERIAL

AGGREGATE SURFACE COURSE CLASS 5
SELECT BACKFILL

SHRINKAGE FOR BORROW

AGGREGATE FOR SUBGRADE REINFORCEMENT
SEEDING

TOPSOIL QUANTITY BASED ON 6” DEPTH
WATER FOR COMPACTION (NOT A PAY ITEM)

EMBANKMENT

AGGREGATE SURFACE COURSE CLASS 5

EARTHWORK

COMMON EXCAVATION
ESTIMATED FILL

ASSUMED 30% SHRINKAGE ON COMMON
EXCAVATION

4,153 CY X 1.3 = 5,399 CY

BASIS OF ESTIMATE

1.875 TON/CY
1.875 TON/CY

COMPACTED VOLUME IN PLACE PLUS 30%

1.875 TON/CY
ALL DISTURBED AREAS OUTSIDE OF ROADBED

10 GAL/CY

20 GAL/TON

5,991 CY
4,163 CY

5,991 CY — 5,399 CY = 592 CY COMMON EXCAVATION WASTE*

*DOES NOT INCLUDE CHANNEL EXCAVATION

SHEET | TOTAL
STATE PROJ. NO. NO. SHEETS

N.D. | FL1005 - SITE 84 4 13
ESTIMATED QUANTITIES
SPEC. NO. CODE NO. ITEM UNIT TOTAL
103 0100 CONTRACT BOND LSUM 1
201 0330 CLEARING AND GRUBBING LSUM 1
203 0109 TOPSOIL (P) cY 1725
203 0101 COMMON EXCAVATION-TYPE A (P) cYy 5991
203 0113 COMMON EXCAVATION-WASTE cy 592
210 0127 CHANNEL EXCAVATION LSUM 1
210 0201 FOUNDATION PREPARATION EA 1
230 0300 SUBGRADE PREPARATION - TYPE A STA 19
302 0107 AGGREGATE FOR SUBGRADE REINFORCEMENT TON 195
302 0120 AGGREGATE BASE COURSE CL 5 TON 1588
550 0107 6IN REINFORCED CONCRETE PAVEMENT CL YE (P) SY 348
606 3410 DBL 14FTx10FT PRECAST RCB CULVERT (P) LF 52
606 7410 DBL 14FTx10'FTPRECAST RCB END SECTION (P) EA 2
702 0100 MOBILIZATION LSUM 1
704 1100 TRAFFIC CONTROL LSUM 1
708 1020 RIPRAP-LOOSE ROCK cY 245
708 1100 SLOPE PROTECTION CONCRETE (P) SY 208
708 2280 SEEDING - TYPE B CLASS V(P) ACRE 2.5
708 5500 MULCHING (P) ACRE 2.5
709 0701 GEOTEXTILE FABRIC - TYPE R1 SY 910
714 5015 PIPE CORRUGATED STEEL 0.064 IN 18IN LF 48
714 5810 END SECTION CORRUGATED STEEL 0.064 IN 18 IN EA 2
754 0117 FLAT SHEET FOR SIGNS-TYPE 3A REFL SHEETING SF 66
754 0206 STEEL GALV POSTS-TELESCOPING PERFORATED TUBE LF 100
(P) PLAN QUANTITY EQUALS PAY QUANTITY
NOTES:
o AGGREGATE BASE COURSE CL 5 PER SPEC AND
CODE 302-0120 SHALL BE USED AS SURFACE
COURSE. PLAN QUANTITY IS COMPACTED
VOLUME.
« WHERE A SPEC AND CODE ITEM DESCRIPTION IS
FOLLOWED BY A (P), THE PLAN QUANTITY SHALL
BE THE FINAL PAY QUANTITY.
CASS COUNTY
HIGHWAY DEPARTMENT
MAPLE RIVER

1 REVISED CONCRETE PAVEMENT QUANTITY

7/10/12

iwm

No. | Revision

Date

BRIDGE NO. 9-120-35.0

ESTIMATE OF QUANTITIES
& BASIS OF ESTIMATE

PROJECT NO. FL1005 — SITE 84

TOWNSHIP ROAD

SOUTHEAST OF CHAFFEE

CASS COUNTY
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APPROXIMATE EXTENTS OF RIPRAP. ENGINEER TO ADJUST
IN FIELD TO MATCH CHANNEL AND RIVER BANK CONTOURS

10°X14’ DOUBLE CELL BOX CULVERT
WITH 2:1 END SECTIONS

SHEET
STATE PROJ. NO. NO.

TOTAL
SHEETS

N.D. | FL1005 - SITE 84 6

13

12"x24" REINFORCED CONCRETE HEADWALL
Q
4" REINFORCED CONCRETE PAVEMENT e m)
SLOPE VARIES FROM 3:1 TO 2:1 " A : -
MAINTAIN 3:1 TO EDGE OF CLEAR ZONE £
o
: Q 4" REINFORCED CONCRETE PA
SLOPE VARIES FROM 3:1 TO 2:1
Q MAINTAIN 3:1 TO EDGE OF CLEAR ZONE
6" REINFORCED CONCRETE PAVEMENT
6" REINFORCED CONCRETE PAVEMENT
2’ GRASSED SHOULDER © 3.0%
END CONCRETE PAVEMENT AT STA.=26+60
| | /12' GRAVEL SURFACED LANES O 3.0%
” / /
| N /
5 |8
o
25+00 {g, A 26+00 | {g 27+00 .
—t o I w T T
{' {b
S || ~ N]
S
BEGIN CONCRETE PAVEMENT AT STA.=25+50 I 8
/ I !
/ ” \ N
I s \
8 2 GRASSED SHOULDER O 3.0%
TRANSITION FROM 3.0% CROSS SLOPE TO 2.0% B
30' FROM END OF CONCRETE PAVEMENT A TRANSITION FROM 3.0% CROSS SLOPE TO 2.0%
30" FROM END OF CONCRETE PAVEM
J'g ~:.. .. :
2.0% cnossms‘t.vg"g“m 0.0% AT 8 o/
ECTION VERTS Q TRANSITION PAVEMENT FROM
CONN TO Box o , \ 7 2.0% CROSS SLOPE TO 0.0% AT NOTE:
QX W\ T o Q CONNECTION TO BOX CULVERTS ROADWAY RENFORCING STEEL SHALL CONSIST OF #5 BARS
PLACES AT 1'—6" ON CENTER EACH WAY, UNLESS OTHERWISE
12"x24" REINFORCED CONCRETE HEADWALL Q A 12"x24" REINFORCED CONCRETE HEADWALL NOTED. '
Q

#4 REINF. BARS 1'-6" 0.C.

2" CLR. MIN.

4" REINFORCED CONCRETE PAVEMENT
SLOPE VARIES FROM 3:1 TO 2:1

VARIES

#5 REINF. BARS 1'-6" 0.C.

/e

TOP OF AGGREGATE BASE
ALL REINFORCING TO BE PLACED AT

1
| 1'-6" TYP.
{53 0.02 FT/FT
W e T REPTY S BT
v-8 g . 1 - 7 a7 °
A2 2' MIN. LAP
. #4 REINF. BARS 1'-6" 0.C.

18
24"

THE MIDPOINT OF THE SLAB ON GRADE
2' ON CENTER ON ROADWAY AND SLOPE

REINFORCEMENT DETAIL SEC. A-A

NOT TO SCALE

4" REINFORCED CONCRETE PAVEMENT
Q SLOPE VARIES FROM 3:1 TO 2:1

10°X14’ DOUBLE CELL BOX CULVERT
WITH 2:1 END SECTIONS

APPROXIMATE EXTENTS OF RIPRAP. ENGINEER TO ADJUST
IN FIELD TO MATCH CHANNEL AND RIVER BANK CONTOURS

SLOPE REINFORCING STEEL SHALL CONSIST OF #4 BARS PLACED
AT 1°-6" ON CENTER EACH WAY, UNLESS OTHERWISE NOTED.

ALL REINFORCING STEEL WILL BE CONTINUOUS THROUGHOUT THE
ENTIRE CONCRETE SLAB. MINIMUM LAP TO BE 12"

CONCRETE PAVEMENT SHALL HAVE A 6" CLASS 5 AGGREGATE
BASE. CONCRETE PAVEMENT SHALL BE PAID AND THE 6" CLASS
5 AGGREGATE SHALL BE PAID FOR AS "AGGREGATE BASE COURSE
cL 5°

ALL PAVEMENT ON SLOPES SHALL BE 4" AND PAID FOR AS
"SLOPE PROTECTION CONCRETE".

RIPRAP MAT SHALL BE 24" IN THICKNESS AND PLACED ON
GEOTEXTILE FABRIC OR SAND PER NDDOT STANDARD

Jeremy L. Mclaughlin
Registration Number

SPECIFICATIONS.
This document was CASS COUNTY
originally HIGHWAY DEPARTMENT
issued and sealed by MAPLE RIVER

BRIDGE NO. 9—-120-35.0

4833, CONCRETE PAVING
on 07/10/2012 and the DETAILS

original PROJECT NO. FL1005 — SITE 84
document is stored at the TOWNSHIP ROAD
1 | REMOVED HATCHING ON DETAIL AND REVISED NOTES 7/10/12 iy " hCO ss DCOU m? ; SOUTHEAST OF CHAFFEE
No. | Revision Date By ignway bepartmen CASS COUNTY
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